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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
Please do not report the images to the 
Image Problem Mailbox. 
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Create Network Device 
Management 
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Compile the J>U*. into 
- Bytecode 




Bundle . |S y^^Together 



Create Table of Contents 
for Each Bundle 



Embed Bundles with Table 
of Contents into Software 
Program Binary file 
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Load the File onto the 
Network Device 
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Connect to Network Device 
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List Available Functions 



Request Function 



Locate Corresponding . P U.(s) 



Forward V.iX. to the Remote 
Client 
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Initiate Execution of the ^tL ^ 
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Establish a Communications 
Channel with Software Program 



Generate User Interface 



A. 



1ST) 



Receive Request 
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Forward Request to the Software ~]j 
Program 



Perform Request 
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Please select one of 
the services below: 






Configure the Software 
Program 






Request a Status Report 






Manage Files on the Device 






Other Services Not Listed , 
Above 









